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FAPZ AD 2.1 - 1Aerodrome Directory

AD 2 AERODROMES

FAPZ AD 2.1 AERODROME LOCATION INDICATOR AND 
NAME

FAPZ - PROGRESS (1228)
5

FAPZ AD 2.2 AERODROME GEOGRAPHICAL AND 
ADMINISTRATIVE DATA

1 ARP Coordinates and site at AD Ref. Point: S335530 E0252220

2 Direction and distance from city

3 Elevation / Reference temperature Elev: 740 FT 

5 MAG VAR / Annual change

6
AD Operator, address, telephone, 
telefax, e-mail, AFS address and, if 
available, website address

Authority Supervising the Aerodrome and 
Remarks:
PRIV AD CHF: J English,
P O Box 28,
GREENBUSHES, 6390
TEL: (041) 394 1000/1017
FAX: (041) 394 1001

8 Remarks
Private aerodrome prior permission required. 
Night operations restricted to pilots approved 
by operator. 

FAPZ AD 2.10 AERODROME OBSTACLES
OBST: Radio mast 670 FT high 105° T 6500m - Day and night markings.

FAPZ AD 2.12 RUNWAY PHYSICAL CHARACTERISTICS

Designations 
RWY
NR

TRUE &
MAG BRG

Dimensions of 
RWY (M)

Strength 
(PCN) and 
surface of 
RWY and 
SWY

THR 
coordinates
RWY end 
coordinates 
THR geoid 
undulation

THR elevation 
and highest 
elevation of 
TDZ of 
precision APP 
RWY

1 2 3 4 5 6
07
25 Nil INFO 800 x 30 GS

LCN 8 Nil INFO Nil INFO

10
28 Nil INFO 658 x 20 Nil INFO Nil INFO Nil INFO
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FAPZ AD 2.18 ATS COMMUNICATION FACILITIES
SERVICE 
DESIGNATOR CALL SIGN FREQ

Hours of 
Operation REMARKS

VHF Progress RDO 122,7 MHz Nil INFO AVBL Nil 

FAPZ AD 2.22 FLIGHT PROCEDURES
Circuit procedures

-Circuit altitude 1540 FT ALT (800 FT AGL)
-Aircraft to join circuit pattern at or above 1840 FT ALT (1100 FT AGL)
-Circuit pattern is to the north
Runway 07 and 10 - left circuit
Runway 25 and 28 - right circuit

Traffic pattern indicator
Training aircraft conducting low level circuits at 1240 FT ALT (500 FT AGL) use left circuit 
pattern on all runways.
Training aircraft conducting simulated forced landings use left or right circuit pattern on all 
runways.


